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8 MP 4-CAMERA 95’ IR IP SECURITY KiT,
WITH 4-CHANNEL NVR AND 1TB HDD

Complete 8.0 MP 4-camera IP video security system, including all the components
you need for hassle-free installation and 24/7 monitoring. This system comes with a
security grade NVR with a 1TB hard drive.

Fixed cameras are equipped
with Passive Infrared
Recognition (PIR) technology
that detects thermal
signatures, like cars and
people, and can trigger alerts

Real-time alerts for motion
detection, video tampering
detection and video loss

efficiency up to 30%, and
captures images in the dark.

FULL FRAME ON

Full Frame lllumination
technology reduces

overexposure at the center

FREE HD Vision Mobile
app to view video
anywhere, anytime

of the image, increases

IP67

IP67 weather-rated for
protection against dust
and precipitation

H.265

H.264 and H.265 video
compression to reduces file size

WHAT'S INCLUDED:

- (4) 8.0MP bullet cameras

- Mounting template

- Mounting hardware

- 4-channel security NVR

- 1TB pre-installed hard drive

- Set of hard drive mounting
hardware

- USB mouse

- 6' CAT5e patch cable
- Power supplies

- Video/power cables
- Quick start guide

- Instruction manual
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8 MP 4-CAMERA 95’ IR IP SECURITY KIT,

WITH 4-CHANNEL NVR AND 1TB HDD

SPECIFICATIONS

Imager Type CMOS

Color Yes

Camera Resolution (px) 3840 x 2160
Megapixel 8.0

Day/Night Function

Digital Noise Reduction (DNR)
Electronic Shutter

Flip

IR Array Range (ft)

IR Wavelength (nm)

Lux (B/W)

Lux (Color)

0SD

Wide Dynamic

Relative Aperture (F-stop)
FOV (degrees)

Focus

Lens Included

Lens Type

Focal Length (mm)
Ethernet Interface

Ethernet Ports

Channels

Max Storage Capacity (TB)
Motion Detection
Pre/Post Alarm Recording
Privacy Video Block

Smart Search

Storage Capacity (TB)
Video Offload

Dimensions

Hard Drive Included
Hard Drive Type
Mounting Bracket Included

True D/N w/Mechanical Cut
Filter

3D DNR
1/5 ~ 1/20,000 sec
Yes

95

850

0.0 (IR ON)
0.1

Yes

D-WDR
F2.0

102

Fixed

Yes

Wide Angle
2.8

RJ-45

1 RJ-4510m/100m Self
Adaptive

4
Supports Up to 8TB
Yes

Yes

Yes

Yes

1

Network, USB
2.28"x 2.40" x 6.42"

Camera); 11.8"x 8.94" x 2.1"

NVR)
Yes
SATA
Yes

Number of Drive Bays
Operating Humidity

Operating Temperature (F)

Product Color
Outdoor

Ingress Protection
Weight (Ib)

Power (w)

Mobile App
Inputs

Outputs

;
90% or less (non-condensing)

-22° ~131° (Camera); 14°
~137° (NVR

White/Black
Yes

IP66

15.0

12 Vdc / PoE < 7 W (Camera);
48 vdc /1.2 A (NVR)

i0OS & Android
(1) Audio In (NVR)

(1) RCA Audio, (1) VGA, (1)
HDMI, (2) USB 2.0 (NVR)

9| DATASTAR 1nc.

Network Technology Solutions

0

http://shop.datastar.net



